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12 IN.

(TYP.)

6 IN.

(TYP.)

60 IN.

(TYP.)

60 IN.

(TYP.)

4 IN. MIN.

(TYP.)
RMC SLEEVE

SEAL ENDS OF RMC SLEEVE WITH OAKUM AND PACK WITH

DUCT SEALANT.

CONTRACTOR TO SURVEY THE STRUCTURE AND SUBMIT

SHOP DRAWINGS FOR INSTALLATION DETAILS TO THE 

ENGINEER FOR APPROVAL PRIOR TO SLEEVE 

CONSTRUCTION.  
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EXISTING PAVEMENT

4’ MIN. RADIUS

REQ. (TYP.)

4’ MIN. RADIUS

REQ. (TYP.)

4’ MIN. RADIUS

REQ. (TYP.)

4’ MIN. RADIUS

REQ. (TYP.)

(TYP.)

CRUSHED STONE LAYER, 2" THK.

BEDDING MATERIAL 

TRACER WIRE

INSTALL RMC SLEEVE ACCORDING TO MIN. TRENCH DEPTH 

FOR TYPICAL AREA.  HOWEVER CONDUIT MAY NEED TO BE SET AT

DEPTHS LESS THAN THOSE INDICATED IN ORDER TO CROSS THE STRUCTURE.  

BEDDING MATERIAL IS REQUIRED AT LOCATIONS WHERE TYPICAL

PLACEMENT DEPTH IS NOT POSSIBLE AND REQUIRES RMC SLEEVE TO

BE PLACED AT SHALLOWER DEPTH ATOP EXISTING STRUCTURE.
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ITS DETAILS

NOT TO SCALE
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TYPICAL CONDUIT OVER CULVERT
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