
FY 2009 TRANSPORTATION CAPITAL PROGRAM
New Jersey Department of Transportation Projects

S0610

ITEM #

Commissioners Pike (CR 581), Woodstown-Daretown 
Road to Route 40, Phase IV

MILEPOSTS: 9.26 - 10.62

This project will provide for the resurfacing of approximately 1.35 miles of Commissioners 
Pike.  The project may also include replacement of cross drains and the installation of guide 
rail as necessary.

AmountFundPhaseMPO

COUNTY: Salem      

Pilesgrove Twp.    Upper Pittsgrove Twp.        MUNICIPALITY:

STRUCTURE NO.: N/A            

LEGISLATIVE DISTRICT:  3         

CIS PROGRAM CATEGORY: Local System Support
SPONSOR: Salem County

PROGRAM/PROJECT NAME Project ID Number28A

SJTPO DES STP-SJ $250,000

S0506

ITEM #

Commissioners Pike, Phase III, Woodstown Road to 
Watson Mill Road, CR 581

MILEPOSTS: 3.66 - 7.24

This project will provide for the resurfacing of Commissioners Pike from Woodstown Road 
(CR 603) to Watson Mill Road (CR 672).  The project may also include replacement of cross 
drains and installation of guide rail as necessary.

AmountFundPhaseMPO

COUNTY: Salem      

Alloway Twp.            MUNICIPALITY:

STRUCTURE NO.: N/A            

LEGISLATIVE DISTRICT:  3         

CIS PROGRAM CATEGORY: Local System Support
SPONSOR: Salem County

PROGRAM/PROJECT NAME Project ID Number28

SJTPO DES STP-SJ $340,000
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FY 2009 TRANSPORTATION CAPITAL PROGRAM
New Jersey Department of Transportation Projects

S0804

ITEM #

Pennsville-Auburn Road, Phase 3, CR 644 to CR 646, 
Resurfacing (CR 551)

MILEPOSTS:

Resurfacing of Pennsville-Auburn Road (CR 551), from CR 644 to CR 646 in Oldmans Twp.

AmountFundPhaseMPO

COUNTY: Salem      

Oldmans Twp.            MUNICIPALITY:

STRUCTURE NO.:             

LEGISLATIVE DISTRICT: 3         

CIS PROGRAM CATEGORY: Local System Support
SPONSOR: SJTPO

PROGRAM/PROJECT NAME Project ID Number94

SJTPO CON STP-SJ $600,000
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FY 2009 TRANSPORTATION CAPITAL PROGRAM
New Jersey Department of Transportation Projects

06414

ITEM #

Route 295, Northbound, South of Route 130 to South 
of Pedricktown-Woodstown Road, Resurfacing

MILEPOSTS: 0.90 - 8.00

The existing roadway typically consists of three 12-foot asphalt travel lanes with 12-foot 
asphalt shoulders.  The opposing traffic is separated by a grass median.  The roadway 
condition is generally fair to poor, exhibiting moderate to high severity raveling, rutting, 
fatigue cracking in wheel paths, and isolated patching.  The outside shoulder is in fair to poor 
condition.  It is proposed to mill and resurface the entire roadway with Superpave hot mix 
asphalt.  All inlets and other roadway utility hardware will be adjusted to final grade.  Raised 
pavement markers will be reinstalled.  Deteriorated curb and curb with existing low reveal 
will be reconstructed.  No utility work is anticipated.  Only resurfacing and incidentals 
required to facilitate the resurfacing as outlined in the scope of work for 3R projects will be 
done.

Bridge decks within the project limits do not require rehabilitation; therefore, pavement will 
be transitioned to meet the bridge decks.  Existing vertical clearance will be maintained at all 
underpasses.

AmountFundPhaseMPO

COUNTY: Salem      

Pennsville Twp.    Carneys Point Twp.    Oldmans Twp.    MUNICIPALITY:

STRUCTURE NO.: N/A            

LEGISLATIVE DISTRICT:  3         

CIS PROGRAM CATEGORY: Road Assets
SPONSOR: NJDOT

PROGRAM/PROJECT NAME Project ID Number212

SJTPO CON I-MAINT $7,800,000
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