
NOTES:

1.)

2.)

BE SET AT FINISH GRADE.

IN ORDER TO CONFORM WITH FIELD CONDITIONS.  JUNCTION BOX SHALL

JUNCTION BOX FOUNDATION CONSTRUCTED IN DIRT OR GRASS AREAS SHALL

MEET THE CRITERIA AS PER DETAIL "A".

3.)

4.)

5.)

6.)

7.)

8.)

9.)

10.)

11.)

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

             

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

       JUNCTION BOX FOUNDATION "JBF",       

1.375"

MIN.

1"-8NC 2 THD.

3
"

COUPLING

1.)   

ALL THREADS SHALL BE 8 THREADS PER INCH,  NC,  FREE FIT CLASS-2.2.)  

DETAIL OF ANCHOR BOLTS

4-1"   ANCHOR BOLTS,  36" LONG

WITH A 4" HOOK.  (STEEL), ASTM 

GALVANIZED ON THREAD FOR

6" MIN.  PER ASTM A-153

4"

3
6
"

ANCHOR BOLT

0

0

0

A576.  THREAD 1�"  LG.  MIN.,

4-1"   HEX HEAD

STAINLESS STEEL

CAP SCREWS 3" LONG

ASTM A-193 GRADE B-8

4-1"   STAINLESS STEEL

LOCK WASHERS

(MEDIUM PATTERN)

4-1"  STAINLESS STEEL

FLAT WASHERS

(1�" I.D.- 2�"  O.D.)

NOTES HEX HEAD CAP SCREW

+
-ANCHOR BOLTS TO BE SET 1�"    �" INTO COUPLINGS SO THAT CAP

SCREWS WHEN TIGHTENED,  SECURING POLE BASE TO FOUNDATION,  WILL

NOT BUTT AGAINST TOP OF ANCHOR BOLTS.

4-COUPLINGS

STEEL ASTM A576.

THREAD FULL LENGTH

GALVANIZED PER

ASTM A-153 BEFORE 

THREADING

4" MAX.

60"

STUB OF BREAKAWAY SUPPORT

DETAIL "A"

BREAKAWAY SUPPORT HEIGHT MEASUREMENT

GROUND LINE

INSERT SHALL BE GALVANIZED STEEL

 OR A GLASS FILLED THERMOPLASTIC

  MATERIAL.  FURNISH HARDWARE AS REQ’D. ABOVE.

3
"

3
"

LONG AND FLAT WASHER �" I.D. X

1�" O.D. BOLTS AND WASHERS SHALL

BE GALVANIZED.

CABLE RACK SUPPORTS

0

0

THREADED INSERT TAPPED FOR

�"    BOLT N.C. CLASS 2 FREE FIT

THREAD.  FURNISH WITH BOLT �"

N.C. CLASS 2 FREE FIT, THREAD 1�"

#8 BARE GROUND WIRE

CONNECTORS (SEE SPECIFICATION)

TYPICAL WIRING

SECTION B-B
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SEE NOTE 6

B

FACE OF CURB OR SHOULDER LINE

B

TYPICAL NON-METALLIC CONDUIT INSTALLATION.

SEE CURRENT 18" X 36" J.B. DWG.  FOR COMPLETE DETAILS

TYPICAL METALLIC

CONDUIT INSTALLATION
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4’-0"

TYPICAL CABLE RACK SUPPORT

SEE DETAIL

WHERE SHOWN ON THE

GENERAL PLANS.

TYPICAL CABLE

RACKS (4 REQ’D)

3" DIA.  P.V.C.  CONDUIT

2
"

PLAN

A

A

1�"  X  1�"  GALV.

ANGLE FRAME AND

CAST IRON COVER.

DETAILS WILL BE

FURNISHED UPON

EXPOSED EDGES 

SHALL BE ROUNDED 

TO A RADIUS OF �".

FACE OF CURB OR SHOULDER LINE

1
’
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�"

9"18"

COPPER WELD

GROUND ROD �" DIA.

X 12’ LONG WITH

CAST BRONZE CLAMP

OR APPROVED EQUAL.

015"    BOLT CIRCLE.  USE 1" DIA.  

ANCHOR BOLT ASSEMBLIES.  SEE 

DETAIL (4 REQ’D).  BOLTS SHALL 

BE SET ACCURATE AND PLUMB.

JUNCTION BOX COVER WITHOUT D.O.T. LOGO

SHALL BE UTILIZED FOR ALL LOCAL

SIGNALIZED INTERSECITONS AND BRIDGES

ON LOCAL ROADS.

HEX HEAD CAP SCR.

LOCK WASHER

FLAT WASHER

COUPLING

#4 REINFORCING

BARS AND HOOPS

6" X 18" X 4" RECESS IN END WALLS

OF JUNCTION BOX FOR INSERTING

REQUIRED CONDUITS.  NUMBER OF

CONDUITS ENTERING JUNCTION BOX

SHALL BE DETERMINED FROM THE

GENERAL PLANS.  WALL OF RECESS

SHALL BE BROKEN,  CONDUIT(S) INSERTED

AND REMAINING AREA OF WALL AND

RECESS SHALL BE COMPLETELY

SEALED WITH GROUT.
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-LEVEL  �"

1�"    �"+
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ELEVATION

A.   

B.   

NOTES:

CONCRETE CLASS "B"

USING APPROVED �" AGGREGATE

1.08  CUBIC YARDS

6" OF�" GRAVEL

OR BROKEN STONE

3’-9�"

9" 9"10"10" 6"
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ADDITIONAL OPENINGS SHALL BE PROVIDED AT

APPROVED ELEVATIONS FOR UNDER ROADWAY

CONDUITS ENTERING JUNCTION BOX TYPICAL.

APPROVED GROUND ROD

REFER TO NOTE IN PLAN VIEW

SECTION A-A
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SEE NOTE 2
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1�" -  3"

1�" -  3"REQUEST TO THE

NEW JERSEY 

DEPARTMENT

OF TRANSPORTATION

MATERIALS AND CONSTRUCTION SHALL CONFORM

TO N.J.D.O.T. STANDARD SPECIFICATIONS UNLESS

OTHERWISE AMENDED.

                                             N.T.S.                   
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AREA.  DEPARTMENT MAY REQUIRE TOP OF JUNCTION BOX TO BE INCLINED

             CAST IN PLACE             


