
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

             

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

                BARRIER CURB                
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SEE HALF SCALE PLAN SHOWING

LOCATION OF CONDUIT AND 

ANCHOR BOLTS.

PLAN

SEE SKETCH "A"  FOR

ANCHOR BOLT DETAIL.

SEE NOTE "A"
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SEE SKETCH "A" FOR

ANCHOR BOLT DETAIL.

FINISHED ROADWAY

ELEVATION

LIMIT OF BARRIER CURB

CONCRETE CLASS "B"

1.5 CU. YD’S

ELEVATION

3’-6"

1’-9" 1’-9"
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1
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1’-2"

FINISHED ROADWAY

ELEVATION

ELEVATION OF CONDUIT

SUBJECT TO APPROVAL

OF THE ENGINEER

FOR BARRIER CURB

INSTALLATION DETAILS

SEE ROADWAY PLANS

END VIEW

04 - 1"    STN. STL. FLAT WASHER

( 1�" I.D. - 2" O.D. )

8 - 1"    STN. STL. FLAT WASHER

( 1�" I.D. - 2" O.D. ) TYPICAL.

0

12 - 1"    STN. STL. LOCK WASHER

TYPICAL.
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ANCHOR BOLT COUPLING
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SKETCH "B"

THROUGH BOLT DETAIL

FOR THROUGH BOLTING
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4 - 1"    STN. STL. THREADED ROD

8 THREADS PER INCH,  CLASS 2

( 55,000 LB. YIELD )

( ALTERNATE STEEL ROD,  ASTM A576,

GALVANIZED PER ASTM A153 )

12 - 1"    STN. STL. NUT TYPICAL.

( ALTERNATE STEEL NUT,  ASTM A563,

GALVANIZED PER ASTM A153 )
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 DETAIL OF ANCHOR BOLT

THROUGH BOLTING IS REQUIRED WITH TB-30

BASE INSTALLATION.

NOTE:

0

SKETCH "A"

4- COUPLINGS GALVANIZED STEEL 3"

LONG FOR 1"    BOLTS 8 THREADS PER

INCH, NC FREE FIT CLASS - 2 THREAD

FULL LENGTH OF COUPLING. GALVANIZED

BEFORE THREADING, PER ASTM A153.

4 -1"    ANCHOR BOLTS 36"

LONG WITH A 4" HOOK.

( STEEL ) 8 THREADS PER

INCH, NC, FREE FIT CLASS - 2,

1" LONG A.S.T.M. A576.

BOLT SHALL BE GALVANIZED ON THD.

FOR A MIN. OF 6" PER ASTM A153.
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SEE SKETCH "A" FOR

ANCHOR BOLT DETAIL.

NOTE "A"

RIGID METALLIC CONDUIT,  ELBOW,

COUPLING, APPROVED CAP

BONDING BUSHING ETC.  ALL MATERIAL

GALVANIZED.

SEE GENERAL PLANS FOR SIZE AND

DIRECTION CONDUIT IS TO RUN.

GROUND ROD, CONDUIT AND

ANCHOR BOLTS

PLAN SHOWING LOCATION OF
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