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NOTES:

1.

GUIDE RAIL.

THE GALVANIZED SCREEN SHALL HAVE NO MORE THAN �"

AND FLAT WASHERS.

ALL WELDING IS TO BE DONE WITH E-80T-1 WIRE.

SLIP JOINTS ARE NOT PERMITTED IN THE MANUFACTURE

ALL MISCELLANEOUS HARDWARE INCLUDING NUTS AND BOLTS

GROUTING UNDER THE POLE IS NOT PERMITTED.

REMOTE

CONTROL

SWITCH

PORTABLE POWER UNIT - REVERSIBLE

HEAVY DRILL WITH TORQUE LIMITED

CLUTCH EQUIPPED WITH STEP DOWN

TRANSFORMER ( SEE SPEC’S )

DISTRIBUTION PANEL (ASSEMBLY ENCLOSED)

MAIN POWER RECEPTACLE FOR

LUMINAIRE RING ASSEMBLY POWER

CABLE AND PORTABLE POWER UNIT

WINCH MOUNTING PLATE

WINCH ASSEMBLY

ACCESS DOOR AREA

( SEE DETAILS THIS

SHEET )

CONCRETE FOUNDATION,

CONDUITS ARE NOT SHOWN

SHEET 2 OF 2)

(SEE DRAWING NO. L-20

ANCHOR BOLT ONE STAINLESS STEEL

NUT, BOLT & FLATWASHER

DISTRIBUTION PANEL  (RAIN-TIGHT ENCLOSURE) WITH

REQUIRED NUMBER OF SINGLE POLE BREAKERS RATED

AT SOURCE VOLTAGE AND CURRENT RATED TO PROTECT

SIZE OF WIRE SUPPLIED.

WINCH ASSEMBLY  (ENCLOSED

WORM GEAR HOUSING-SELF

LUBRICATING.)

2.

3.

4.

5.

10.

11.

12.

13.

14.

A GALVANIZED SCREEN, DOUBLE RAP AROUND THE BASE OF

POLE IS REQUIRED.

(SEE NOTES 5 & 6)

6.

7.

8.

9.

THE PIPE TENON SHALL BE WEATHERING STEEL COMPOSITION

15.

MANUFACTURER SHALL DETERMINE THE PROPER LENGTH TO

PROVIDE A POSITIVE SEAT OF THE HEAD FRAME ASSEMBLY.

NEOPRENE DOOR GASKET IS REQUIRED.

DETAILS ARE SCHEMATIC. MODIFICATIONS ARE PERMITTED. ALL

OPENINGS AND HELD TOGETHER WITH STAINLESS STEEL NUTS, BOLTS

CONFORMING TO ASTM A588.

COMPONENTS MUST BE APPROVED BY THE NEW JERSEY

 DEPARTMENT OF TRANSPORTATION BEFORE ACCEPTANCE OF

 

 

16. ANCHOR BOLT MATERIAL SHALL BE ASTM A36, M55, WITH

A 55,000 YIELD MIN.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

SHEET 1  OF 2

(SEE NOTE 10)

2 LEVELING HEX NUTS,  2 HOLD DOWN HEX NUTS AND ONE

FLATWASHER PER ANCHOR BOLT.

LONG WELD LOCATION
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(6) 2"  DIA. BOLT HOLES
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SEE HINGED HANDHOLE COVER

�"  DIA. HOLES IN COVER WITH

�" - 20 TAPPED HOLES IN

FRAME 1" DEEP.
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SHAFT WALL
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ASTM A-588 GR. 50

�" X 7"  BAR FRAME
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PAR.

PEN.
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THREE

SIDES

�

THREE

SIDES

�
"

�" X 1 �"

BACKUP STRIP

�" (TYP.)

�"  DIA. HOLES IN COVER WITH

�" - 20 TAPPED HOLES IN

FRAME 1" DEEP.

SECTION A-A

SECTION D-D

BASE DETAIL

SECTION B-B
HANDHOLE COVER

HINGED

3
2

"
  

H
E

X

�"

2" MIN. 4" MIN.

AS REQUIRED

(SEE NOTE 2)

�" THICK

STN.STL. HINGE

TO BE CONTINUOUS (2) �"  STN. STL. BOLTS

(SEE NOTE 1 )

(SEE NOTE 2 )

DETAIL FOR HOLE SIZES AND PATTERN.

FINISHED GRADE
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TAPERED POLE.
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2 HOLD DOWN HEX NUTS

2 LEVELING NUTSREQUIRED BY THE MANUFACTURER

WITH LEVELING NUT TYPE INSTALLATION.

SEE SKETCH "A"

SKETCH "A"

SEE SKETCH "B"

HEIGHT OF ANCHOR BOLTS AS

4" THICK CONCRETE

SIDEWALK 2’ X 4’  IN

FRONT OF ACCESS DOOR.

AND ONE FLATWASHER
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�" PLATE, SAME MATERIAL AS POLE

SKETCH "B"

(SEE NOTES 2 & 14)

AS REQUIRED
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      TOWER LIGHTING     

                                                                                                                                    
ONE UNIT.

 

         

TOWER LIGHTING INSTALLED IN THE AREA BEYOND RECOVERY 

DISTANCE OR BEHIND THE

OF THE UNIT.

ARE STAINLESS STEEL CONFORMING TO AISI 300 SERIES.

BOLT HEADS AND NUTS ARE HEXAGONAL.

EACH SECTION SHALL HAVE ONLY ONE LONGITUDINAL SEAM.


