
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                       

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

T-4301   

NOTE:

1. 

           FOUNDATION DETAILS           

       STEEL TRAFFIC SIGNAL POLE       

1’-6" 1’-6"

1
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6
"

1
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6
"

USE 16 #8 BARS

CONDUIT LOCATION & SIZE 

AS SHOWN ON PLAN SHEETS

2" MAX.

HEIGHT OF ANCHOR BOLTS AS

RECOMMENDED BY MANUFACTURER

WITH LEVELING NUT TYPE

INSTALLATION.

STEEL TRAFFIC SIGNAL POLE FOUNDATION

TYPE "STF"
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THE ENGINEER

UNLESS OTHERWISE 

DIRECTED BY

APPROX. 90 CU. FT.  OF

CONCRETE CLASS B

5’-0" MIN.
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#5 BARS @ 12"CENTER TO CENTER

17" BOLT CIRCLE

ANCHOR BOLTS-(4) 1�" X 90" WITH

(16) HEX NUTS, (4) LOCK WASHERS

AND (8) FLAT WASHERS

SEE NOTE #1

3’-0"

HEIGHT OF ANCHOR BOLTS AS

RECOMMENDED BY MANUFACTURER

WITH LEVELING NUT TYPE

INSTALLATION. 4’ - 3"

USE 20-#7 BARS
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CONDUIT LOCATION & SIZE 

AS SHOWN ON PLAN SHEETS

TYPE "STF"

ALTERNATE STEEL TRAFFIC SIGNAL POLE FOUNDATION

CENTER TO CENTER

APPROX. 133.5 CU.

FT.  OF CONCRETE

CIRCULAR FOOTING

0 = 4.25’

THE ENGINEER

UNLESS OTHERWISE 

DIRECTED BY

CLASS B

5’-0" MIN.

1
0
’-

0
"

#4 BARS @ 9"

1’ - 6" LAP

2" MAX. 2" MAX.

3" COV.

17" BOLT CIRCLE

ANCHOR BOLTS-(4) 1�" X 90" WITH

(16) HEX NUTS, (4) LOCK WASHERS

AND (8) FLAT WASHERS

SEE NOTE #1
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ANCHOR BOLTS SHALL BE HOT DIPPED GALVANIZED STEEL ASTM

                          N.T.S.

F1554 GRADE 55.
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