
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                       

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS
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PROVIDE

STN. STL. FASTENERS

FOR GROUNDING
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�" FULL LENGTH SPACER

(TYPICAL 3 PLACES)

DOOR FRAME SHALL BE PROVIDED WITH

CONTINUOUS NEOPRENE GASKET

SECURED IN DOOR FRAME GROOVE

TO INSURE DUST TIGHT AND WEATHER

PROOF PROTECTION.

�"

�"

�"

�
"

1
�
"

15�"

�"

�" AIR SPACE

FURNISH & INSTALL �" THICK WEATHERPROOF

PLYWOOD BOARD FULL WIDTH & LENGTH OF

CABINET.  FASTEN BOARD TO CABINET WITH

6-�" - 2C HEAD (STN. STL.) MACHINE SCREWS

INTO HOLE DRILLED & TAPPED IN CABINET.

PAINT BOARD WITH ONE (1) COAT OF BLACK PAINT.

4 - �" HEX HD. BOLT - STN. STL.

4 - �" HEX NUT - STN. STL.

4 - �" FLAT WASHER - STN. STL.

4 - �" LOCK WASHER - STN. STL.

STAINLESS STEEL PER ASTM

A-193 GRADE B8

DOOR SHALL BE SECURED WITH A SUB-TREASURY

LOCK No. 0357S AND KEYED ALIKE FOR KEY No. 5

AVAILABLE FROM THE AMERICAN HARDWARE CO.

NEW BRITAIN, CONN., OR A TUMBLER LOCK No. 15481

ARS AND KEYED ALIKE FOR KEY No. 2 AVAILABLE

FROM CORBIN LOCK CO. NEW BRITAIN, CONN.

LOCK HELD TO DOOR BY #10-24 X 1�" LG. ROUND

HEAD (STN. STL.) MACHINE SCREWS.

2.

1.

NOTES:

ALUMINUM ALLOY 356 AS CAST SECTION A-A

FRONT ELEVATION SIDE ELEVATION

BOTTOM VIEW &

ANCHOR BOLT LAYOUT

METER CABINET TYPE "M" - FABRICATED

NOTES:

CORBIN LOCK NO. 15481RS

KEYED FOR #2 SERIES

ST. STL. HANDLE & ASSEMBLY

UTILIZING THREE POINT LATCHING

(TOP, BOTTOM & SIDE)

DOOR SIZE

27" X 40"

28" MIN.

POLICE DOOR

AS REQUIRED

DOOR FRAME WITH CONTINUOUS

NEOPRENE GASKET SECURED TO

DOOR TO INSURE DUST-TIGHT

WEATHER-PROOF PROTECTION

ONE PIECE STN. STL. HINGE SECURED

TO DOOR WITH �" DIA. RIVETS AND

TO CABINET WITH (8) �" -20NC X�" LG.

STN. STL. FL. HD. SCREWS

�" AIR SPACE

�" THK. WEATHER-PROOF

PLYWOOD MOUNTED FULL

WIDTH & LENGTH OF

CABINET (ONE COAT

BLACK PAINT) WITH

(4) �"-20NC X 1�" LG.

STN. STL. FL. HD. SCREWS
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PROVIDE STN. STL.

FASTENERS FOR

GROUNDING
16" MIN.
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14" 14"

32" MAX.

28" MIN.

CABINET AND CABINET DOOR TO BE SHEET ALUMINUM

SUPPLIED WITH EACH CABINET, (2) ANCHOR BOLTS�"-10NC1.  

2. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

.125" THICK, 5052-H32 ALLOY, UNPAINTED.

                                                                       N.T.S.                   
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           METER CABINET            

           CAST AND FABRICATED          


