
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

             

NEW JERSEY DEPARTMENT OF TRANSPORTATION

STATE FEDERAL PROJECT NO. SHEET TOTAL SHEETS

N.J.

ELECTRICAL DETAILS

                                            

     TYPICAL TRAFFIC SIGNAL INSTALLATION     
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UNLESS

OTHERWISE

SPECIFIED

TYPICAL MOUNTING HEIGHT OF PEDESTRIAN

PUSH BUTTON.

FINISHED GRADE OF ROADWAY

WHEN REQUIRED PROVIDE WEATHERPROOF

1�" I.D. RUBBER GROMMETS AND HOLES FOR

WIREWAYS TO PROGRAM HEADS.

VARIES SEE PLAN SHEET

VARIES

ALL INDICATIONS TO BE MOUNTED

AT THE SAME ELEVATION.

3" CORNER

RADIUS

OUTLET, SHOE BASE AND CAP.
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VARIES

1’-0"
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3" CORNER

RADIUS

UNIVERSAL JOINT & WIRE OUTLET, MAST ARM

SLIPFITTER AND ELEVATOR PLUMBIZER.
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BACKPLATE

FOR 12"

SIGNAL HEAD

BACKPLATE

SIGNAL HEAD

FOR 8"

TYPICAL INSTALLATION

NOTE:

NOTES:

- MATERIAL : .125 BLACK ABS WITH HAIRCELL FINISH FRONT SIDE.

- FABRICATION: VACUUM FORMED.

- BACKPLATES SHALL CONFORM TO THE MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES.

SEE DRAWING T-03 FOR DETAILS OF TRAFFIC

SIGNAL MAST ARM, CLAMPS AND TYPICAL

SAFETY CHAIN INSTALLATION.

SEE DRAWING T-02 FOR DETAILS OF

ALUMINUM TRANSFORMER BASE.

SEE DRAWING T-21   FOR

MID MOUNTING DETAIL.

FIELD DRILL ARM FOR

1�" GROMMET.

SEE DRAWING T-06 FOR DETAILS OF

PEDESTRIAN CLAMP ASSEMBLY.

SEE DRAWING T-01   FOR DETAILS OF TYPE "T"

SEE DRAWING T-04 FOR DETAILS OF

SEE DRAWING T-05 FOR DETAILS OF

TRAFFIC SIGNAL ASSEMBLY SPIDERS.
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- IF A BACKPLATE IS USED,  THE CLEARANCE SHALL BE 15’-6"

MINIMUM FROM THE BOTTOM OF THE BACKPLATE TO THE

FINISHED GRADE OF ROADWAY.

PEDESTRIAN SIGN ( AS REQUIRED BY SPECIFICATIONS)

MOUNT ABOVE PUSH BUTTON. SIGN SHALL BE FABRICATED

WITH PRESSURE SENSITIVE ADHESIVE TO BE INSTALLED

SEE DRAWING T-45 FOR

DETAILS OF SWING SIGN

BRACKETS.

�" TYP.

CABLE

POLYETHYLENE TAG

HOLDER .025" THICK

1
�" A

NYLON TIES-2 REQ’D.

-O

P

O

L

CABLE TAG INSTALL BLANK IF

SPACE IS NOT USEDLOOP DESIGNATION LETTER

CABLE IDENTIFICATION TAG DETAIL

( TAG LETTERS SHALL BE BLACK ON YELLOW ) CABLE IDENTIFICATION TAG DETAIL

CIRCUIT IDENTIFICATION

( TAG LETTERS SHALL BE BLACK ON YELLOW )

  CBL = CABLE

  PED = PEDESTRAIN

   PB = PUSHBUTTON

CABLE

A I 1 0 - 1 2 - 1 4 �
"

T
Y

P
.

�" TYP.

6" TYP.

PVC TAG HOLDER

NYLON TIES (2 REQ’D)

C
- 1 6B

L
S

G

( TRAFFIC SIGNAL )

( LOOP DETECTOR )
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SEE DRAWING T-17 

 FOUNDATION, TYPE SFT.

FIELD DRILL STANDARD FOR 1�" GROMMET

ALUMINUM TRAFFIC SIGNAL STANDARD, SHAFT, CABLE

FIVE SECTION INSTALLATION.

SEE DRAWING T-21   FOR

DIRECTLY ON STANDARD.  STANDARD SURFACE MUST BE

PRIOR TO INSTALLATION OF SIGN.

AT A MINIMUN OF 70 F AND BE GREASE AND DIRT FREE


