
 

THIS SHEET REQUIRES DESIGN SPECIFIC

INFORMATION TO BE ADDED AND INCLUDED

IN THE CONTRACT PLANS. 

 

REMOVE THIS NOTE AFTER DESIGN SPECIFIC

INFORMATION IS ADDED.
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N.T.S.

NEW JERSEY DEPARTMENT OF TRANSPORTATION
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FOOTING BEVEL TABLE
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NOTE TO DESIGNER:

GENERAL NOTES:

STATIONNO. X A B A Y C D E F G H K L Z1 1 1 1 1111 1 2

IDENTIFICATION OFFSET SIGN SIZE C.G. SIGN POST HEIGHT

SIGN SUPPORT DATA TABLE
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BREAKAWAY SIGN SUPPORTS
FOR GROUND MOUNTED SIGNS
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AN ASTERISK (*) IN COLUMN L  INDICATES THAT THE EXPOSED

EDGE OF FOOTING MUST BE BEVELLED TO MEET THE 4 INCH

MAXIMUM PROJECTION REQUIREMENT.

FOR IDENTIFICATION OF TABULAR ITEMS AND DETAILS

RELATING THERETO, REFER TO BREAKAWAY SIGN SUPPORTS

FOR GROUND MOUNTED SIGNS (CD-612-7)


	090_CD-612-10BreakawaySignSupports

