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6'OR 7'"HEAVY WALL FIBERGLASS
SLEEVE TO EXTEND A MIN. OF
PAST THE END OF ABUTMENT

6'OR 7' HEAVY WALL FIBERGLASS
SLEEVE TO EXTEND A MIN. OF 6" PAST
THE END OF ABUTMENT

- A, 100' MAX. | \( 100’ MAX. \( 100’ MAX. \( 100’ MAX. \( 100’ MAX. \/\l 100’ MAX.
X >L SEE DETAILL A B e SEE DETAIL B SEE DETAIL C CONCRETE ENCASED
SEE NOTE 10 SEE NOTE 8 BY OTHERS
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ABUTMENT A B BRIDGE MAX. HANGER SPACING ABUTMENT
SEE NOTE 5
NOTE: FOR SECTIONS A-A AND B-B, SEE SHEET 2 OF 2. 5'OR 6'
CONCRETE ENCASED FIBERGLASS CONDUIT
BY OTHERS
& OR 6 FIBERGLASS TYPICAL INSTALLATION FIBERGLASS (FRE) CONDUIT AND FITTINGS
¢ HANGER ¢ HANGER
%" X 2" PLATE EPOXY ADHESIVE REQUIRED | 14" X 2" PLATE SUGGESTED INSTALLATION PROCEDURES AND DESIGN DATA
EPOXY ADHESIVE REQUIRED BETWEEN JOINT SURFACES |
BETWEEN JOINT SURFACES SEE NOTE 3 _ NOTES:
FIBERGLASS SEE NOTE 3 g EPOXY ADHESIVE REQUIRED 4 EPOXY ADHESIVE REQUIRED .
CONDUIT S BETWEEN JOINT SURFACES FIBERGLASS S BETWEEN JOINT SURFACES
SEE NOTE 3 CONDUIT / SEE NOTE 3 1. FIBERGLASS CONDUIT AND FITTINGS TO BE FIBER
T REINFORCED EPOXY (FRE) MANUFACTURED IN
FIBERGLASS ACCORDANCE WITH NEMA SPECIFICATIONS TC-14.
CONDUIT FIBERGLASS
— : O] ~_ \ C] / CONDUIT 2. CONDUIT SHALL BE MANUFACTURED TO DIMENSIONS BASED
SPLIT STOP RING SPLIT STOP AING SPLIT STOP_RING ON'IRON PIPE SIZE (1F.S) OUTSIDE DIAVETERS
4 (ANCHOR POINT) (ANCHOR POINT) 4 (ANCHOR POINT) R PN C .
b. 6" CONDUIT 6.625" O.D. WT. 1.25#/FT.
) 2" SQUARE TUBING
DETAIL A 2" SQUARE TUBING 3. CEMENTING OF CONDUITS SHALL BE IN ACCORDANCE WITH
DETAIL B MANUFACTURERS INSTRUCTIONS. WHEN JOINING CONDUITS AND
SINGLE EXPANSION JOINT FITTINGS, AVOID THE USE OF EXCESSIVE EPOXY ADHESIVE
TYPICAL BOTH SIDES ANCHOR POINT WHICH CAN BUILD UP, AND WHEN HARDENED REDUCE THE
INTERNAL DIAMETER.
¢ HANGER
_ EPOXY ADHESIVE REQUIRED 4. EXPANSION JOINTS TO BE INSTALLED IN THE VICINITY OF
Lb,. BETWEEN JOINT SURFACES BRIDGE EXPANSION JOINTS AND NOT MORE THAN
FIBERGLASS %' X 2" PLATE S SEE NOTE 3 FIBERGLASS 100 FOOT SPACING BETWEEN JOINTS.
CONDUIT / \\ CONDUIT
5. MAXIMUM SPACING BETWEEN HANGERS IS 12 FEET.
——p— ——
N
N[ ! V ] ! JOINER PIECE _ 6. MAXIMUM CABLE WEIGHT 20#/FT.
EPOXY ADHESIVE REQUIRE i / (ANCHOR POINT) 7. SELECT CONDUIT LENGTHS SO THAT COUPLINGS WILL NOT
BETWEEN JOINT SURFACES " .
SEE NOTE 3 URFAC 2" SQUARE TUBING COINCIDE WITH HANGER LOGATIONS.
DETAIL C
8. CEMENT SPLIT STOP RINGS ON CONDUIT AND BUTT TO
BACK TO ﬂvw__Ao_mw_w»,zm_oz JOINT BOTH SIDES OF HANGER FOR ANCHOR POINT. (DETAIL B)
9. INSTALL EXPANSION JOINTS AND STOP RINGS AS DETAILED.
2'-10" 10. INSTALL SPLIT STOP RING ANCHOR POINTS OPPOSITE
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5" FIBERGLASS CONDUIT WITH
6" FIBERGLASS SLEEVE

SECTION X-X

SPACING OF DUCTS THRU ABUTMENTS
FOR VARIOUS NUMBER OF CONDUITS FROM
ONE TO THREE CONDUITS HIGH AND FROM
TWO TO SIX CONDUITS WIDE

5" EXPANSION SLEEVES.
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Vs 7" FIBERGLASS SLEEVE
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4'-2 ALEX McKENZIE (404) 388 - 0428
6" FIBERGLASS CONDUIT WITH PLATE 23 -1
7" FIBERGLASS SLEEVE
SECTION X-X SUBJEOT

TYPICAL HANGER INSTALLATION OF 5" OR 6"
SPACING OF DUCTS THRU ABUTMENTS FIBERGLASS CONDUITS FOR STEEL GIRDER BRIDGES
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