T — WALL
TYPICAL SECTION

ISSUED: 2009| FLATE
3.4-12

BARRIER, COPING, FENCING OR RAILING
AS REQUIRED.SEE NOTE 2

TOP OF PAVEMENT

EMBANKMENT BACKFILL
L/ S
D D SEE NOTE 3
LIMITS OF COMMON LIMITS OF COMMON
STRUCTURE VOLUME — STRUCTURE VOLUME
SEE NOTE 1 SEE NOTE 1
| 40" MIN.
N SEE NOTE 3
MAX. BROKEN STONE POCKET
SLOPE
8" DIA.
1 30" PERFORATED PIPE
MIN. 2'-0"
6" x 12 é GEOTEXTILE FILTER FABRIC
LEVELING _uw_u A’ 2'0" AROUND STONE POCKET
AS REQUIRED BY DESIGN
{0.55 H MIN) _

FINISHED GROUND LINE

(1) THE LIMIT OF COMMON STRUCTURE VOLUME BEHIND THE WALL SHALL BE GOVERNED BY THE WIDEST
LIMIT FOR FILL SECTION AND THE NARROWEST LIMIT FOR CUT SECTION OF ALTERNATE WALL ALLOWED

IN THE CONTRACT AT THAT LOCATION. THE DESIGNER SHALL CONTACT THE WALL MANUFACTURER TO
DETERMINE THE WIDTH OF THE NEEDED FILL.

(2) PAYMENT FOR THIS ITEM IS BASED ON PROJECT TO PROJECT BASIS.

(3) REFER TO THE NJDOT STANDARD SPECIFICATIONS AND SECTION 17 OF THIS MANUAL FOR PERMISSIBLE
BACKFILL MATERIALS AND REQUIREMENTS FOR THE PLACEMENT OF GEOTEXTILE FILTER FABRIC MATERIAL.

NJDOT Design Manual for Bridges and Structures — 5th. Edition.



	2009 Plate 3.4-12 T-Wall Typical Section (old 2008)

