PAYMENT LIMITS FOR EXCAVATION PLATE
ISSUED: 2009

AT CULVERT 3.12-4

ORIGINAL GROUND, EXISTING PAVEMENT, OR LOWER LIMIT
OF ROADWAY EXCAVATION AS SHOWN ON PLANS
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CONDITION 1: NO REMOVAL OF UNSUITABLE MATERIAL REQUIRED FOR CULVERT
T FOUNDATION (AS DETERMINED BY SOILS ENGINEER)
ORIGINAL GROUND, EXISTING PAVEMENT, OR LOWER LIMIT
OF ROADWAY EXCAVATION AS SHOWN ON PLANS
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FOUNDATION EXCAVATION d = 1-0" FOR
(BRIDGE ITEM) CAST-IN-PLACE
COARSE AGGREGATE LAYER d = 20" FOR
(BRIDGE ITEM) PRECAST

CONDITION 2 : NO REMOVAL OF UNSUITABLE MATERIAL REQUIRED; HOWEVER COARSE
—_ AGGREGATE LAYER REQUIRED FOR WATER PROBLEMS ANTICIPATED DURING
CONSTRUCTION (AS DETERMINED BY BRIDGE ENGINEER / SOILS ENGINEER).

CONDITION 3 : NO TYPICAL ILLUSTRATION SHOWN. WHERE SOILS ENGINEER DETERMINES
THAT UNSUITABLE MATERIAL MUST BE REMOVED TO AN EXTENT AS
NECESSARY FOR ROADWAY AND STRUCTURE DESIGN, IT SHALL BE THE
RESPONSIBILITY OF THE BRIDGE ENGINEER TO COORDINATE A MEETING OF
ALL PARTIES CONCERNED IN ORDER THAT THE ROADWAY AND BRIDGE
PLANS ARE CONSISTENT IN EVERY DETAIL PRIOR TO SUBMISSION OF
FINAL PLANS.

NOTE:

THE ABOVE ILLUSTRATIONS ARE INTENDED FOR USE AS GUIDELINES AND NOT AS CONTRACT PLAN STANDARD
DETAILS. EACH CONTRACT AND EACH SITUATION SHOULD BE EXAMINED ON AN INDIVIDUAL BASIS.

NJDOT Design Manual for Bridges and Structures — 5th. Edition.
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