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SECTION A-A

INSTALLATION OF JB.F WITH ONE, TWO OR THREE CONDUIT RACEWAYS
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EMERGENCY LUMINAIRE IDENTIFICATION PLATE DETAIL

No Scale
(See Note 6)

4 “Thick Atuminum Mounting Plate

WALL MOUNTED UNDERDECK

/. All hardware and mounting devices utilized in conjunction with attachment of
identification plates shall be stainless steel.

2. Arrangement and installation details for underbridge luminaire identification
plates as shown are intended for column lype pier installations. Similar
arrangement shall be used for abutments and solid pier faces, as directed by
the Engineer.

3. Length of the mounting plate shall be determined by the number of idenfification
plates (maximum 4 per mounting plate) as required.

4. /dentification plafes shall be installed 4'-6" above the concrefe base for
ground mounted lighting standards and /-O"above the parapet handrail or
parapet (where there is no handrail ) for bridge mounted lighting standards.

5. Various nomenclature fo be utilized as information on identification plates shall
be as follows :

LAMP SIZES & TYPES LIGHTING STANDARD TYPES

50- 50 W. HPS | -Type | 9-Type 9 23-Type 23

70- 70 W. HPS 2 -Type 2 |O-Type |10  (¥)24-Type 24

100- 100 W. HPS 3-Type 3 (B)II-Type || (W25 Type 25

I50- 150 W. HPS 4-Type 4 @MI2-Type 12 26-Type 26

200-200 W. HPS @5-Type 5 (¥13- Type 13 27 Type 27

(%%)250-250 W. HPS (M6 - Type 6 (M 14- Type 14 (#4928 Type 28
%) 310- 310 W. HPS 7-Type 7 (15~ Type I5
(%%) 400-400 W. HPS 8- Type 8 (K)16- Type 16

LUMINAIRE TYPES UNDERBRIDGE LUMINAIRE TYPES

] o]
A-Type A W-Type W ¢+—— Multiple System
B-Type B , S -Type S
c e ¢ s =
D-Type D SW-Type SW
E-Type E SS -Type SS ¢+—Series System
SA -Type SA CONNECTED LINE VOLTAGES
SB -Type SB | Series -
SC -Type SC | System 120 V.
SD -Type SD 208 V.
- 240 V. +————Multiple System
265 V.
277 V.

(- Muitiple identification tags required (2 or 3 luminaires )
(%¥)- Not applicable for series systems.

6. Emergency luminaire identification plates are required at oll lighting standards
equipped with emergency luminaires, in addition fo conventional identification
plates.
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