LINE POSTS @ 10’ OC

10'-0" C TO C.
VA

10'-0" C TO C
VA

TWISTED & BARBED FABRIC EDGE @

TOP (TYPICAL)

TIES © TOP & BOTTOM TENSION
WIRE 12" OC (TYPICAL)

TENSION WIRE HOOK @ TOP
LINE POSTS (TYPICAL)

POST TIES, 5 PER POST
EVENLY SPACED (TYPICAL)

KNUCKLED SELVAGE ©

SO

TENSION WIRE HOOKS / TOP &
BOTTOM @ PULL POSTS (TYP)

———€ PULL POST @ 250’ INTERVAL

SEE DETAIL "A”

Yo 192" DIA.
4

ZTENSION WIRE
0 192" DIA

3" BRACE ROD
(GALV STEEL)

TENSION WIRE

SEE DETAIL “A°

——&€ END POST

TENSION WIRE HOOK © TOP & BOTTOM

_3"¢ BRACE ROD
(GALV STEEL)

¢-CH LK FABRIC

4'—0" ALUMINUM COATED STEEL
9 GAGE, 2" MESH (TYP)

END POST (TYPICAL), SEE DETAIL

E {"# STRETCHER BAR
S .
¢~ posts 23"X23"X0 116" MIN WALL THKS (TYPICAL)

4"X §" FORMED SHEET ALUM STRETCHER
BAR BANDS © END POSTS ONLY .

-

/—TURNBUCKLE, GALV STEEL

§"¢ BRACE ROD

GALV. STEEL (TYP) END POSTS ONLY

(SEE DETAIL)

CLEVIS & BASE R @

TOP OF MEDIAN BARRIER

I
FABRIC SIDE
FENCE POST
I
MOUNT ALUM BAR TO POST |
WITH 2—SELF TAPPING
SS SCREWS |
l
|L/2  DELINEATOR ASSEMBLY, TYPE FAD
' SEE STD DWG DE—1 & DE-2)
o N
3
/—uemm BARRIER
SECTION B-B
NT.S
n YA
’ %
g 1/
§ %
u )
" SS BOLT 100
/] A \_A
f 1 \-S.5. LOCK WASHER & NUT
. B 23" f
1" 0D } ‘/\
RETAIL-TENSION WIRE HOOK
NTS.

1 MEDIAN FENCING SHALL CONFORM TO SECTION S11.
2 ALL POSTS SHALL BE SET AT 10'—0" CENTER TO CENTER

3. PULL POSTS ARE REQUIRED AT 250’ INTERVALS.

4 TWO (2) ¥ DIA BRACE RODS WITH TURNBUCKLES ARE
REQUIRED AT EACH PULL POST

5 ONE (1) §° DIA BRACE ROD WITH TURNBUCKLE & CLEVIS IS
REQUIRED AT EACH END POST

6 CONCRETE ANCHORS FOR FASTENING BASE PLATES TO TOP OF
BARRIER SHALL BE POLYESTER RESIN BONDED STAINLESS STEEL
ANCHORS

7 DRILLED HOLES FOR CONCRETE ANCHORS, SHALL BE 6" DEEP.

o L 1 2 3 4

—— e —

ORIGINAL SIZE IN INCHES

NEW JERSEY TURNPIKE AUTHORITY
NEW JERSEY TURNPIKE

MEDIAN BARRIER FENCING DETAILS

BOTTOM (TYPICAL) W/ 3 i
% X ” W@?ﬁ_‘;': ST
wa® —1 CLEAR
SEE DETAL "A"— \—BASE P (SEE DETAILS)
< SS
T T <SS <
10'-0"
CONCRETE MEDIAN BARRIER ¢ POST vP) L d
ELEVATION
«®
13" 2] . 2§’ ¥ @
I
|
I
Q POST —\\ l 1 in 2}» 2&» 1 in |
€ I#"¢ HOLE IN R FOR ) | € "9 HOLE IN PLATE FOR
$"¢ STAINLESS STEEL | | 2”9 STAINLESS STEEL
CONCRETE ANCHOR COTTER | ] | CONCRETE ANCHOR
PINT\ ~ | | _ 5 :
— ° € PLATE & i < S ) - r— o
N | 4 N 7\ \ BARRIER 2 N ¢, B & BARRIER
__6_ — II'I H'H I — CJ — \J T I R - ne; A
¥Z S I’I ALUMINUM POST — \—8'x4"x1" ALUMINUM R
~ . n % € POST & R
|| ,i
\ | |
g"¢ PIN ' .
(GALVANIZED STEEL) 8"X4"X3" ALUMNUM B C MEDIAN BARRIER & {"8 J I— & CONTRACTION JOINT
PLAN STAINLESS STEEL CONCRETE
g ANCHOR_ y)
4 QU STE) SECTION A-A NOTE e
® BRACE ROD
GALV STEEL) NTS AFTER NUTS ARE TIGHTENED, CONCRETE ANCHORS
SHALL NOT PROJECT MORE THAN §” ABOVE NUT PEEN
EXPOSED BOLT ENDS
A\
¢ 39 BENT
o ROD (ALUM
/ N ( )
| =
— / »
. . TYP 17X23"X2" PLATE WASHER
CcL N 'V (GALVANIZED STEEL)
TYP fmo /— g’ BRACE ROD
T 1 - —)ﬁ = - —
: . . ' SS LOCK WASHER 2)" 0 END OR PULL POST
& NUT
8 h"x2§"x2" I
NEOPRENE PAD DETAIL A"
ELEVATION NTS
CLEVIS & BASE PLATE DETAILS
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